Department of Vegetable Science

Dr. Panjabrao Deshmukh Krishi Vidyapeeth, Akola
No/HD/VS/Quot/Publish/4 2 4 /2025 Dated: /2/08/2025

QUOTATION NOTICE

To,

1. Online publication
2. Notice board

Subject: - Supply the quotation for Providing plaster and providing & laying vitrified tiles and
applying colour to new room between two existing buildings of Department of

Vegetable Science, Dr. PDKV., Akola 2025-26. ]

Please arrange to send quotation for Providing plaster and providing & laying vitrified

tiles and applying colour to new room between two existing buildings of Department of

Vegetable Science, Dr. PDKV., Akola as per the particulars and conditions attached separately.

Note : The quotation should reach to this office by dated. 19/08/2025

c€a
Dept. Vegetable Science
Dr. P.D.K.V., Akola




CONDITIONS :
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. The quotation should be sent in sealed envelope on the name of undersigned.

. On the enveloped following should be clearly mentioned in block letters, Quotations notice
for Providing plaster and providing & laying vitrified tiles and applying colour to new
room between two existing buildings of Department of Vegetable Science, Dr. PDKYV,,
Akola, Enquiry letter no. HD/VS/Quot./Publish/ 420y /2025-26, dated: |2,/ 08/2025

. Price / rates should be ‘inclusive of all GST/CST/VAT taxes and other expenses.
. The GST/CST/VAT or Professional tax no. must be mentioned on quotation letter.
. Civil contract certificate must be attached with quotation.

. GST certificate, PTA certificate, PAN card and income tax return off last two years must
be attached with quotation.

. Item available in ready stock and which can be supplied on placing firm order, may only be
quoted.

The payment of bill can only be made after satisfactory compliance of complete supply/work
and hence condition such as full or partial payment in advance, etc, are not acceptable.

Details specification, make, models, manufacturer, accessories, required. The quotation for
the items for which rates a quoted. The incomplete details/ specification are liable to be
rejected.

0. Time period for which the quotation will be valid should be clearly mentioned. Further the
validity period should be up to 31** March, 2026.

1. Quotation received after order date will not be considered.

12. Conditional quotations are liable to be rejected.

13. The undersigned reserves full right to reject any or all quotation without assigning reasons

thereof.

14. Authorization letter/ certificate in the support of the authorization dealer of the company

may be attached with the quotation.

15. The received sealed envelope quotations will be opened on 20/ 08 /2025 at 10.00 am. in the

chamber of undersigned in presence of staff members.

Dept of Vegetable Science,
Dr. P.D.K.V., Akola



NAME OF WORK

QUOTATION NOTICE

: PROVIDING PLASTER AND PROVIDING &

LAYING VETRIFIED TIELS AND APPLYING
COLOUR TO NEW ROOM BETWEEN TWO
EXISTING BUILDINGS OF DEPARTMENT OF
VEGETABLE SCIENCE DR. PDKV., AKOLA



Name of Work: Providing plaster and providing & laying vitrified tiles and applying
colour to new room between two existing buildings of department of
vegetable science Dr. PDKYV., Akola

“ABSTRACT SHEET”
S.N. [ Qty. Description of Items Unit
1 35.73 Providing sand faced plaster externally in cement mortar Sqm

using approved screened sand, in all positions including
base coat of 15 mm thick in cement mortar 1:4 using
waterproofing compound at 1Kilogramper cement bag
curing the same for not less than 2 days and keeping the
surface of the base coat rough to receive the sand faced
treatment 6 to 8 mm thick in cement mortar 1:4 finishing the
surface by taking out grains and curing for fourteen days
scaffolding etc. complete. S.S.R. 1. No 32.11

2 32.08 Providing and laying vitrified mirror / glossy finish tiles Sqm
decorative type having size 590 mm to 605 mm x 590 mm
to 605 mm of 8 to 10 mm thickness and confirming to IS.
15622-2006 ( group Bla) of approved make, shade and
pattern for flooring in required position laid on a bed of 1:4
cement mortar including neat cement float, filling joints,
curing and clearing etc. complete. S.S.R. . No 33.40

3 2.59 Providing and laying vitrified mirror / glossy finish tiles Sqm
having size 590 mm to 605 mm x 590 mm to 605 mm of 8
to 10 mm thickness and confirming to IS. 15622-2006 (
group Bla) of approved make, shade and pattern for dado
and skirting in required position fixed in 1:4 cement mortar
including neat cement float, filling joints, curing and
clearing etc.

Complete S.S.R. I. No 33.41
4 5.80 Providing and fixing in position (as per 1868 / 1982) Sqm
Alluminium sliding window of three tracks with rectangular
pipe 95 x 38.10 x 0.90 mm at weight 0.637 Kilogram/One
Running Metre. with window frame bottom track section 92
x 31.75 x 1.30 mm at weight 1.070 Kilogram/One Running
Metre.. Top and side track section 92 x 31.75 x 1.30 mm at
weight 0.933 Kilogram/Running metre. The shutter should
be of bearing bottom 40 x 18 x 1.25 mm at weight 0.417
Kilogram/One Running Metre. Inter locking section 40 x 18
x 1.10 mm at weight 0.469 Kilogram/Running metre. and
handle and top section 40 x 18 x 1.25 mm at weight 0.417
Kilogram/Running metre. As per detailed drawings and as
directed by Engineer incharge with all necessary
Aluminium sections fixtures and fastenings such as roller
bearing in nylon casting and self locking catch fitted in
vertical section of shutter including 5 mm thick plain glass
and aluminium mosquito net shutter with stainless steel jail




with all required screws and nuts etc, complete. With colour
Anodising with box
S.S.R. 1. No 39.41

0.27

Providing and fixing in position powder coated aluminium
louvered windows / ventilator of various sizes with powder
coating as per detailed drawing and specifications
including aluminium frames 80 x 38 mm x 1.22 mm box
type, 5 mm thick sheet glass louvers, of approved quality
etc. complete. S.S.R. I. No 39.68

Sqm

213

Providing and fixing M40 grade thick vibrated pull cast or
similar type concrete frame with chamfer conforming to I.S.
65241983 having 6 mm dia bars 3 Nos. And strips @250 mm
¢/c and fixing in wall with 6 Nos. of hold fast of 12 mm dia
bars 500 mm long including primer and oil painting etc,
complete) frame size 60 mm x 125 mm. S.S.R. 1. No 39.57
Door Frame

Rmt

1.91

Providing and fixing solid core flush door shutter in single
leaf 32 mm thick decorative type of exterior grade as per
detailed drawings approved face veneers 3 mm thick on both
faces or as directed, all necessary beads, mouldings and
lipping, wrought iron hold fasts, chromium plated fixtures
and fastenings, with brass mortise lock, chromium plated
handles on both sides, and finishing with French Polish etc.
complete. S.S.R. I. No 39.09

86.32

Providing and applying plastic emulsion paint of approved
quality, colour and shade to old and new surfaces in two
coats including scaffolding, preparing the surface.
(excluding the primer coat)etc. complete. S.S.R. 1. No 36.12

Sqm

86.32

Providing and applying priming coat on concrete/
masonary/ Asbestos Cement plastered surfaces including
scaffolding if necessary, preparing the surface by thoroughly
cleaning oil, grease, dirt and other foreign matter and sand
papering as required etc. complete. S.S.R. I. No 35.21

Sqm

10

35.73

Providing and applying two coats of exterior acraylic
emulsion paint confirming to corresponding LS. of
approved manufacture and of approved colour to the
plastered surfaces including cleaning, preparing the
plaster surface, applying primer coat, scaffolding if
necessary, and watering the surface for two days etc
complete. S.S.R. I. No 35.25

Sqm

11

6.07

Providing and fixing mild steel grill work for windows,
ventilators etc. 20 Kilogram/ One Square Metre as per
drawing including fixtures, necessary welding and painting
with one coats of anticorrosive paint and two coats of oil
painting complete. S.S.R. 1. No 40.1

Sqm

12

0.47

Providing and fabricating structural steel work in rolled
sections, fixed with connecting plates or angle cleats in
main and cross beams, hip and jack rafters, purlins

MT




connecting to truss members and the like, as per detailed
designs and drawing or as directed including cutting,
fabricating, hoisting, erecting, fixing in position, making
riveted/ bolted/ welded connections and one coat of
anticorrosive paint and over it two coats of oil painting of
approved quality and shade etc. complete.

S.S.R. 1. No 23.02

13 42.58 Providing and fixing colour coated Zincalume ( R ) AZ150 Sqm
( min 150 gms/sq.mt. total on each side ) profiled sheets
for roofing. The feed material is manufactured out of
nominal 0.45 mm Base Metal Thickness ( BMT) (0.5 mm
TCT ), Hi-strength steel with min.550 MPa yield strength,
metallic hot dip coated with Aluminium-Zinc alloy (55%
aluminium 43.4% zinc 1.6% silicon) with COLORBOND (
R') steel quality super durable polyester paint coat ( with
inorganic pigment). The paint shall have a total coating
thickness of nominal 35 um, comprising of nominal 25 um
exterior coat on top surface and nominal 10 um reverse coat
on back surface. Profile sheet shall have nom. 950- 1050 mm
effective cover width and nominal 25-30 mm deep ribs
with subtle square fluting in the five pan at nominal 180-
250 mm center- to-center. The end rib shall be designed
for anti-capillary groove. and return leg. The feed material
should have coil manufacturers product details marked a
regular interval. Including fasteners with min. fastened
with min. 25 um Zinc-Tin alloy coated, Hex head, self-
drilling screw etc. complete. (weight of profile 4.52
Kilogram/ One Square Metre) S.S.R. I. No 38.34

Total

Dept. Wegetable Science
Dr. P.D.K.V., Akola




